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LOGO SELECTION

B&W VERSION

A SUCCESSFUL DOWNTOWN ELON LOGO MUST...

WORK IN BLACK + WHITE
single color use underlines a strong logo design 

BE VERSATILE FOR MULTI-USE
flexible to be used in any media such as physical environment, print 
marketing or in online media situations

BE IN AN ENCLOSED SHAPE
for ease of overlaying on backgrounds in varied circumstances and 
usage

PROPOSED LOGO

TRADITIONAL YET MODERN
the monogram harkens to the historic nature of the town while 
maintaining modernity by merging the oval boundary with the “E”

SEPARATE BUT EQUAL
the name and monogram components must be just as strong alone 
as they are together.

the monogram is a memorable mark and will translate easily to 
marketing material and items (as shown) 

while the name can be pulled apart from the logo and used as a 
legible wayfinding branded element

DOWNTOWN ELON LOGO CONCEPT | JANUARY  2014
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LOGO SELECTION

SIGNAGE COLOR PALETTE

“CAVIAR”
SHERWIN WILLIAMS
SW 6990

“GREEN BAY”
SHERWIN WILLIAMS
SW 6481

“LAGOON”
SHERWIN WILLIAMS
SW 6480

“SILVER - FLAT”
AKZO NOBEL SIGN 
FINISHES
SIGN 3418

“SILVER - METALLIC”
AKZO NOBEL SIGN 
FINISHES
FLNA9151

“PURE WHITE”
SHERWIN WILLIAMS
SW 7005

PROJECT BRICK CAST CONCRETE WEATEHRED STEEL

NOTE: Final logo TBD by town of Elon.
WAYFINDING TYPE SELECTION
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NOTE: These drawings are intended to convey design intent only. Final 
engineering, materials, fabrication and installation shall remain the 
responsibility of the fabricator to insure quality fit and finish for all 
components. Signage fabricator will warranty all work as mentioned in 
this document.

All ideas, designs, arrangements and plans indicated or represented by all 
drawings in this set are owned by and are property of DDG. They were 
created and developed for use on and in connection with a specific 
project. None of such ideas, designs arrangements or plans shall be used 
or disclosed to any person , firm or corporation for any purpose 
whatsoever without written permission of DDG.

PROPRIETARY INFORMATION
DDG, Inc. shall have the right to include a credit line on completed 
designs or any visual representation as drawings, models and 
photographs. The credit shall be included in any publication of the design 
by the Owner or by others. DDG should be notified of any publications, 
awards or similar recognition that may be related to the project.

DESIGN DOCUMENTATION
A.  These Design Documentation drawings are for the sole purpose of 

conveying design intent and are not intended for construction 
purposes.

 
B.  Construction drawings/shop drawings are the responsibility of the 

appropriate fabricator/contractor for each of the disciplines contained 
therein.

 
C.  DDG, Inc. and the Owner shall review all shop drawings for 

conformance with the design intent of these drawings and will not be 
responsible or liable for any results of construction from working 
drawings, materials selection, shop drawings, or any other 
agreements.

QUALITY ASSURANCE
A. Fabricator Qualifications

1.  The fabricator shall be responsible for the quality and delivery of all 
materials and workmanship required for the execution of this 
contract.  It is desirable that the fabricator for work herein have 
in-house a broad knowledge, diverse shop and field experience, 
flexibility, coordinating ability, skilled craftsmen, and physical 
workshop necessary to produce quality products equivalent to or 
better than similar type products in use in the industry. These 
general requirements apply equally to the contractor and to his 
subcontractors.

2.  The fabricator shall be responsible for providing all subcontractors 
with complete and up-to-date drawings, specifications, message 
schedules and other information issued by the project manager.

  
3.  The fabricator shall submit qualifying data to owner for approval.
  
4.  Fabricator shall notify owner and designer if any changes are made 

to drawings that affect the design of specific items. (See Section D)
  
5.  The fabricator may make recommendations and/or changes to the 

details and use of materials as shown on the drawings; and if such 
recommendations are approved in writing by the project manager 
designer prior to shop drawings or fabrication of prototypes or 
samples. Such recommendations shall include the substitution of 
materials as indicated on the design drawings based upon previous 
fabrication experiences or as a value engineering exercise. 
Fabricator recommendations and suggestions are encouraged to 
achieve the highest quality product. All recommendations and/or 
suggestions must be approved in writing by the project manager 
designer.

6. The fabricator shall base his proposal on the performance of all 
services, including all labor, materials, mock-ups, sample requests, 
and equipment for the complete fabrication and installation of the 
product at the agreed upon schedule.

B. Dimensions
1.  Written dimensions on the drawings shall take precedence over 

scaled dimensions. Fabricator shall verify and be responsible for all 
dimensions and conditions shown by these drawings and shall be 
responsible for confirming all field dimensions and conditions prior 
to beginning fabrication.

  
2.  Copy, quantities and references shown on the message schedule 

shall take precedence over copy shown on the drawings.

3.  Locations of signs shown on the plans are for general information. 
The fabricator shall confirm each sign location with the Owner and 
general contractor.

C. Execution
1.  Fabricator shall notify the designer of any discrepancies in the 

drawings, in field dimensions or conditions, and/or changes 
required in construction details. All discrepancies shall be brought 
to the attention of the project manager.

2. Sign fabricator shall provide all internal/external   sign 
components such as transformer, light source, wiring, fixture 
receptors, and internal reinforcing as an integral unit. GC shall 
provide electrical service as required.

  
3. Sign fabricator shall assume responsibility for protecting all signage 

and graphics from any environmental damage and obvious hazards 
or risks associated with location of the project, such as damage 
caused by birds, high winds, salt laden air, etc. This includes, but is 
not limited to omitting all chances of habitation of birds on both 
interior and exterior signage, as well as assuring the continued 
cleanliness and visibility of the signage and graphics from other 
environmental factors.

D. Contractor Responsibility
1.  Review shop drawings, product data and samples prior to 

submittal.
  
2.  Verify field measurements, field construction criteria, catalog 

numbers and similar data.
  
3.  Sign fabricator’s responsibility for deviations in submittals from 

requirements of the Design Documentation is not relieved by 
project manager’s review of submittals unless the project 
manager gives written acceptance of specific deviations.

4. A deviation shall be construed to mean a minor change to the 
sequence indicated on the drawings or specifications. A 
deviation is not intended to allow substitutions of product 
options.

5. In addition to notifying the project manager in writing of 
deviations, such deviations shall be circled on the shop 
drawings. 

  
6. Do not begin work until the corresponding submittals have been 

reviewed and approved.
  
7. Coordinate and provide to the GC locations requiring blocking 

and backing built into the building construction for securely 
mounting sign panels and carefully field check and cross 
reference with the owner, municipality, GC and all other parties 
to verify/identify any conflicts with existing site elements such 
as underground or overhead utilities.

  
8.  Review and understand local codes in order to meet all local 

code requirements for signage.

E. Artwork
1.  Artwork will be submitted as a hard color copies in a scaled 

percentage of the final size or in the form of digital PDF. 
Artwork will be provided for symbols, logos and 
custom-designed graphic components. The artwork provided 
will not be color-separated nor will it provide for trapping, 
overprinting or other requirements specific to the reproduction 
method. All enlarging and reducing of scale is the responsibility 

of the signage contractor to keep items to proper proportion. 
Refer to the design development drawings for reference as to 
what artwork will be provided.

F. Labels
1.  There shall not be any visible labels on the completed signs 

unless required by law.

G. Mock-ups or Prototypes
1.  Provide visual mock-ups, for review and approval where/when 

requested.

H. Inspection
1.  The sign contractor shall examine the substrates and conditions 

on which the signs are to be installed and notify the owner’s 
designated representative in writing of conditions that would 
impede the proper and timely completion of the work. Do not 
proceed with the work until all unsatisfactory conditions have 
been remedied.

I. Delivery, Storage, and Handling
1.  Pack, wrap, crate, bundle, box, bag or otherwise package, 

handle, transport, and store all fabricated work as necessary to 
provide protection from damage by any cause.

2.  Protect surfaces and edges of door and wall plaques from 
damage.  Maintain acrylic plastic manufacturer’s original 
protective sheet on face of plaques or replace with new 
protective covering. Identify “up” side of plaques. Package each 
plaque individually and in similar groups. Identify each package. 

J. Installation
1.  Signage design and installation for this project must conform to 

all federal, state and city regulations and ordinances. It is the 
responsibility of signage fabricator to submit drawings to the 
proper agencies for review and approval prior to construction. It 
is also the responsibility of the signage fabricator to obtain the 
necessary permits and approvals prior to construction. 

K. Warranty
1.  Warrant work against failure because of faulty materials, 

workmanship, and design for a period of five years from date of 
substantial completion.

2.  Fading, cracking, warping, peeling, delaminating, rusting, oil 
canning, corroding and structural failure, including distortion, 
will be construed to mean failure because of faulty materials 
and workmanship.

3.  Sign fabricator shall be prepared to make all necessary repairs 
after completion of a punch list has been preformed by the 
designer or others after installation.

4.  Failures during the warranty period shall be repaired or 
replaced to the satisfaction of the Owner.

L. Submittals
1.  Shop drawings

a.) The sign fabricator shall submit digital PDF’s to both the 
Owner, Project Manager (designer) and General Contractor.

b.) The drawings are to show all materials thicknesses, 
finishes, construction details, installation details, of 
structure, artwork and illumination as well as the location 

of all seams, finished and unfinished.

c.) Review of shop drawings will be done in a timely manner 
by the Designer and Owner so as not to delay the work.

 
d.) The sign fabricator shall make any changes indicated by 

the designer and Owner and resubmit the shop drawings 
for final approval. Approved shop drawings must be 
received by the fabricator before fabrication can start.

e.) Shop drawings will be reviewed for compliance with 
design intent only. The sign contractor is completely 
responsible for all other aspects of fabrication including 
engineering, procedures, installation techniques and 
performance, as well as coordination with site contractors 
and related trades.

f.)  During the review process, affixed stamp and initials or 
signature acknowledging review of submittal are as 
follows:

I.  No Exceptions. (Allowing fabrication to proceed).
II.  Exceptions as Noted: Submit Corrected Record Copy. 

(Allowing fabrication to proceed pending changes as 
noted).

III.  Not Accepted; Revise & Resubmit. (Changes must be 
made and review process with continue with new 
submittal to Owner and Project Manager. Fabrication 
can not proceed).

2. Product Data 
a.)  The contractor shall submit manufacturer’s technical data 

and installation instructions for each type of sign or fixture 
required for the finished and installed unit.

b.)  The contractor shall supply  specific samples as requested 
on the drawings. The fabricator shall submit three (3) 
samples of each material in the finish and texture specified 
and each paint color on the material and in the finish 
specified on the drawings. Minimum size shall be 3" x 3". 
Samples should be submitted in ample time to allow 
adjustments and resubmits without causing delay to the 
project.

c.)  The fabricator shall provide the Owner with complete care 
and maintenance instructions for the installed pieces.

d.)  The fabricator shall provide the Owner with one half-pint 
can of touch-up paint of each type and color used.
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10.01PROJECT IDENTITY SIGN

6 ft - 11 in

4 ft - 2 in

13 in 3 ft - 1 in

19 1/2 in

29 1/2 in

12 in

COR-TEN steel or Weathered steel panel

sealed to protect cap below 

Routed Letters to reveal panel behind 

Cast concrete cap

Brick; to match project materials

Ground lighting to evenly illuminated signage

CAD cut metal letters painted to match Akzo Nobel

Sign Finishes, FLNA9151; letters to be pinned 2”

from panel 

Panel painted to match “Green Bay” SW 6481 

Unique landscaping behind

Concealed channel to house light fixture; 

lighting to illuminate the panel behind 

Reveal painted to match Akzo Nobel Sign 

Finishes, FLNA9151
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NOTE: Back panel shows identity and text highlighting significant 

dates in the town of Elon’s history.
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Cap detail; square cap with silver

inset detail; silver to match Akzo 

Nobel Sign Finishes FLNA9151

Panel painted to match Green Bay” 

SW 6481 

1/4” Thick applied letters and arrows 

painted to match “Pure White” SW 7005 

Sealed routed COR-TEN steel or Weathered 

steel channel with 1/16” gauge aluminum panel 

mounted to back face, painted to match 

“Green Bay” SW 6481; All mounted hardware 

to be concealed inside channel  

6” aluminum square pole painted to match 

“Caviar” SW 6690

4 
3/

4 
in
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1 ft - 11 in

Panel painted to match 

“Green Bay” SW 6481 

4” aluminum square pole

painted to match “Caviar”

SW 6690

Sealed routed COR-TEN steel or 

Weathered steel channel with 1/16” gauge 

aluminum panel mounted to back face, 

painted to match “Green Bay” SW 6481  

1 
ft 

- 
11

 in

1/4” Thick applied letters and arrows 

painted to match “Pure White” SW 7005 

10.03

05

1/4 in4 in

6 in

2 in

Cap detail; square cap with

silver inset detail; silver to match

Akzo Nobel Sign Finishes

FLNA9151

Routed COR-TEN steel or 

Weathered steel panel

1/16” gauge  aluminum panel

mounted to back of COR-TEN Panel, 

painted to match “Green Bay” 

SW 6481  
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Standard DOT sign

1” Komacel PVC panel. 

Komacel panel returns to be 

brought to a smooth flat finish; 

Komacel panel to be painted to

match “Green Bay” SW 6481

NOTES: 
DOT sign to be mouted

to Komacel panel with

3M 4941HVB Tape; 

4 sq inches of VHB per 

pound of dead load

Area behind the DOT Signs

on the Komacel are not to be 

painted to allow direct contact

between the DOT Panel, HVB

tape and the PVC 

All mounting hardware to be 

countersunk into Komacel

and concealed by DOT sign

 

30” Standard stop sign - 1/8”

panel applied to rear painted panel

Cap detail; square cap with

silver inset detail; silver painted

to match  Akzo Nobel Sign 

Finishes, FLNA9151 
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Aluminum square tube post

painted to match “Caviar”

SW 6690

Panel painted to match 

“Green Bay” SW 6481

Area behind the DOT Signs

on the Komacel are not to be 

painted to allow direct contact

between the DOT Panel, HVB

tape and the PVC  

All mounting hardware to be 

countersunk into Komacel

and concealed by DOT sign

Graphic on rear of sign;

Painted to match “Green Bay”

SW 6481; Silk screened paint

to match “Lagoon” SW 6480

NOTE: Back panel shows text 

highlighting significant 

dates in the town of 

Elon’s history.
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10.01 Project Identity Sign

10.02 Vehicular Directional 10.04 Project DOT Signage
10.03 Pedestrian Directional

Town Hall

Post Office

University

Central
Park



DOWNTOWN ELON SIGNAGE+GRAPHICS CONCEPT | JANUARY  2014
3700 O’Donnell Street
Baltimore, MD 21224
410 962 0505
www.ddg-usa.com LP.01LOCATION PLAN

10.01

10.01

10.01

10.02

10.02

10.02

10.03

10.03 10.03

10.02
10.02

10.03

10.03

10.03

10.02

10.02

LOCATION PLAN

SCOPE OF WORK

Project Identity Sign

Vehicular Directional 

Pedestrian Directional 

Project DOT Signage
*DOT signs not located
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ENVIRONMENTAL GRAPHIC DESIGNER
DDG
3700 O’Donnell Street
Baltimore, MD 21224
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CLIENT
THE ELON DOWNTOWN COMMITTEE
104 S. Williamson Avenue
Elon, NC 27244
t: 336.584.2859  f: 336.584.5334
www.elonnc.com


